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Display Express Software Instabati

Versions

5.8.0/5.8.1 Allows use a@ustom panel header for control panels.
6.0.0/6.0.1 Correct installation and operation on Windows 8.1 Pro PCs
6.0.2/6.0.3 Updates installation for Windows 10 Pro

6.0.6/6.06 Provides more sustained feedback for \Webset buttons
7.0/7.1 Adds colored control buttons, new TV Control pages
7.1.0/7.1.1 Adds Loop Alert that can help to test TV control

=A =4 =4 -4 -4 -4

Introduction

Display Express i®w available in two forms,rainstaller app on a memory stick, or as softwpreinstalled in a racknount
PC.This manual covers both applications in three sections:

1 Software Installation
1 PC and System Setup
1 Software Operation

Display Express Service

Display Express Service (manages data handling on Web pages) must be run @nsinodversionsXR10. After

installation, the Display Express Service will be started automatically, and every time the computer is booted it witkthe sta
automatically. If you want to start the service manually instead, you can do this by going to Start Menu >Fzorelol
Administrative Tools > Services. Scroll down to Display Express. Bgftickihg, you can change the start option to manual.

You can also start and stop the service using the Services Dialog.
Internet Information Services

Internet Informaton Services (11S) should be installed on your computer before Display Express is installed. To find out if IS is
installed on Windows XP, click on Control Panel > Add or Remove Programs, then click on the Add/Remove Windows
Components icon on the leftn the next window, scroll down and find Internet Information Services. If it does not have a
check mark next to it, then it is not installed.

To install IS, click to put a check mark next to 1S, then click on Next, etc. You will need the CD usdid/tuingperating
system if the files are not installed on your hard drive, or the installation files may be stored in the server. On Windows
Server 2003, look for Application Server instead of Internet Information Services in the Add/Remove Windowsebasnp
dialog.The PC will likely need to restart.

On Windows 710 Prg go to Control Panel > Programs and Features > Turn Windows Features On otédffet |
Information ServicesI@, and tieck thebox. Then, click on the + next to 1S, click anthat Wrld Wide Web Services, + at
Application Development Features, then click the box for ASPaNERSP.

Web Access to Display Express

When you mstall Display Expresthe installer gives you a choice of standalone, LAN or WAN configurati®taridalone

mode, no UDP/TCP ports are created, so only the user at the PC can access Display Express. In LAN mode, the ports are
opened for local LAN access only, and WAN setting opens access to browsers outside your local LAN. Additional IT services
are required to enable remote WAN access. To change access, manually uninstall the software from Control Panel, then re
install. No data will be lost.
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Windows Firewall Exceptions for Display Express

If LAN or WAN configuration is selected during installatibree firewall exceptions will be created:

Display Express TCP, TCP port 2728, (local area network or any computer) Display Express UDP, UDP port 2728, (local area
network or any computer) http://localhost/DX, TCP port 80, (local area or any computer).

Server Operation

Presently, Display Express has been tested for installation on Server 2003, Windows XP and Windows aner64BR.

Sites that use Display Express on a Server should use thElEEhernet Head End. This unit can communicathdserver
via Ethernet using Telnet, and then inserts the control commands over RF as acha@iorel between channels 4 and 5.

Missing Display Express Header

In rare cases, users might find that the top graphic on their Display Express pages . mhssiis due to an Information
Internet Service feature is normally active, but has been manually turned off.

1 Go to Control Panel, select Programs
1 That brings up Programs and Features, select Turn Windows Features On or Off
1 Got to Internet InformatiorService and make sure Static Content is on as shown below

4 Windows Features o B = ]

Turn Windows features on or off o

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

=} @ | Internet Information Services -
= FTP Server
) @ |, Web Management Tools
- @ |, World Wide Web Services
3 @ | Application Development Features
=§ Common HTTP Features
Default Document
Directory Browsing
v HTTP Errors
HTTP Redirection
v Static Content
WebDAV Publishina

m

<SS

[ ok || cance
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Setup Tips for all Display Express Applications

L 2dzNJ Ayadlttlraazy gAtt 32 Sttt AF e2dz {SSLI I FSg theSe FI O
manual or cdlCR Support.

Controller Installation

f Create a spreadsheet and divide the system into Zones before you bégin. K SNBH A 4 S> &2dzQf f ySSR
controller addresses later on.

1 Pretest display control on at least one controller and display before tbag. You can use a Head End and iC Send
to test on and off control. In most cases, all displays and controller settings are the same across the system. If some
are different, pretest those, if possible.

PC Setup
1 Change the Time Zone when you insttde PC All the units are shipped sent to Central or Pacific Time. Also enable
to synchronize with an Internet time server if possible (some networks may block that). Remote PCs will display the
5AaL e 9ELINBaAa 6S6 aASNWSNDa GAYS FyR RIFEGS 2y GKS o0NEP
Software Updates

1 New versions of Display Express can be installed over previous versions. You won't lose any data or settings.
1 Updaters for existing Display Express software are available on the CR website, www.crwww.com/downloads.

Display Express P@t8Bp
General

1 Windows 7 Pro 3Bit software installed
1 Web operation provided by Localhost IIS service
1 Operating system and program files in C: drive

Ethernet

IP Address: 192.168.1.245
Subnet Mask: 255.255.255.0
Gateway Address: 000.000.00000

Telnet TCP Port2728 Telnet Access
UDP Port: 2729 For remote Find access
80 For Web Access

Web Access: Internal Accesshttp://localhost/DX/
External Accesshttp://<IP address>/DX/
External Accesshttp://<Computer Name>/DX/
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Head End Installation

In most applications, the Display Express PC will be installed adjacent to a Contemporary Resé#fcHé&€ Enar ICEHE
Ethernet Head EndBoth can receive command& RS32 and inserthe commands into the RF system as a small control
channel between TV channels 4 and 5. Instructiongdmnecting the DX PC to theBHE Ethernet Head Emder IPare
included on the next page. Additional instructions are included in theHEHead End manual

RS232 Control

RS-232
RF Out va—— = Net Reset

Adj ® xR Emergency

= Com
"adalafa]*]u]s = Error

off

Check the front panel of the Head End, as shown above, and see if the last 3 DIP switches und2BtheEtsare set as
follows:

1 Switch 6 Off (Down)
1 Switch 7 On (Up)
f  Switch 8 On (Up)

This sets the speed of communication to 19,2@@id.

iC-Net Out 74.7 MHz to RF Combiner

Do Not Connect In-House RF
to RF In

I e i
REMOTE 0+ 44l 12VDC === RF RF
coNTnoL Met i c;\m t r,uw t I ; ; IC-Net 400 mA max In Qut

iC
ETHERNET RS-232

] PERe PE=

p |
RS-232 to PC COM port ower Supply

or control system port

Ethernet Cable (If ICE-HE)

Next, connect the included RSo v OF 6t S 0 S tpia BR3P pait Kr&SAE addptér toghe 232 Remote Control
port on the back of the IGBE.The ICEHE can also receive control commands via IP.

Tech Note. Do notusethe RFINonthe H (i 2 LJ- &

4 GKNRBdAK G(KS
R284yQi LI aa Lye wCo /2yys$o h!

GKS wcC

>'+I

< v
w Uy

a a w C
O 2 | O2Yo
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EthernetControl
The ICHE typically communicates over a wetrk using a static IP address, and is shipped set to a default address:

IP Address: 192.168.1.251
Subnet Mask: 255.255.255.0
Gateway Address: 000.000.000.000

AAAAA

Odds are, at least the IP address will change whenth¢ IGE A & 02y y S O SWorkii @ne viokrSirst Stépa &ly G Q& y

S G2 206GFAY | adlGAdO IRRNBaa FTNRY G(GKS OfASyidQa L¢ RSLI NI

0]
AdzZLILR2 NI AYy3 GKS a2aidSY FTNRBY @2dz2NJ 2FFAOS 2N FyegKSNBE 2dzi aAr
Once you change theettings, create a label noting the settings and attach to the back of thelECE

Reset IP Address

If you change the default address and forget what it is later on, you can always reset4HE IGEk to the default settings

dza A y 3 i K SpadzyDAP(s@itéh 2FViBeythié power is on, flip the switch off, then back on to reset the IP address. The
IP and Subnet Mask will change, the Gateway will stay at its current setting.

Since its possible another network device is using the default IP ajdhesbest approach is to enter the new settings
offline, outside the network. You can use one of two, requiring one of two offline options:

1. 5ANBOG t/ [/ 2yySOiAz2yd 'aS Iy 90GKSNYS(G d&/HEEBthemmet@md@NE OF 0
and your PC. Two pairs of wires are reversed at one end to create a direct send/receive path for data.

2. Hub or Switch Connection. Another approach for connection is to use a standard Ethernet hub or switch between
your computer and the ICHE. Using standai@at5 Ethernet cables, connect your PC to one port, then connect the
ICEHE to the second port.

RF Setup
The Head End sends the control channel at a level of 50 dBmV. In virtually all installations, the system installerdas instal

filters to the RF Ouconnection to match the level to the other RF channels. The manual that was shipped with the Head End
provides more detail, if needed, can be downloaded from the Head End pagewwivecrwww.comWeb site.
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DisplayZones

Display Express assigns control to three entities:

1 All Zoneg All displays respond to a single command
1 Zones All displays within one of 15 Zones respond to a single command
1 Single Displag Sends command to one display address

When you design qur Display Express system, arrange your display addresses into one of the 15 Zdmnesllows you to
control a group of displays as if they were one display.

Note that you can change the default names for Zones in Display ExmesDisplay, Setupin the Display Express section.

L 2dzQf f RA & O 218 SWICEE? contrailéeStypical for many Display Express RF control systems are designed to
follow this Zone address format. You can use the 4 top switches in the second DIP switcff 8 defi KS O2 y (i NR f £ S NI
O2dzZA R ad2L) G GKIFIG LRAYGI 2N dzaS GKS dzZLJLISN) agAi0KSa (G2 R
S2/1 On and S1/2 On defines that the controller is part of Zone 1 (256), and is the second wnZamé¢h(2). The unique

address of the controller would be 258 (256 + 2). The I€T3C follows a similar proceduyasing frontpanel

programming, you set the unique Unit addres285), then the Zone (15).

Use the chart below as a guide to settingly@ones and addresses.

Zone Device # Unit Total Device #

1 256 1-255 257511

2 512 1-255 512-767

3 768 1-255 7691023
4 1024 1-255 10251279
5 1280 1-255 12811535
6 1536 1-255 15371791
7 1792 1-255 17932047
8 2048 1-255 20492303
9 2304 1-255 23052559
10 2560 1-255 2561-2815
11 2816 1-255 28173071
12 3072 1-255 30733327
13 3328 1-255 33293583
14 3584 1-255 35853839
15 3840 1-255 3841-4094

All Zones| 4095
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DXFind

a Display Express and SignStream Find | = | = 29 |
Find Servers | Add IP Addresses
IP Address | Name Description Version
192168.14 Doug/ CR Demo System Win 7 500
691525227 DX-Demc-PC  DXDemo 511 Bring Up
Web Page
| |
Refresh
Select a server and then click on 'Bring Up Web Page', or double-click on server About
S - = —

Contemporary Reearch offers an api find DisplayExpress servers, called Opnd. This application can be downloaded
from Downloador Homepages atwvww.crwww.com When launched, DXind will find all the Display ExpeWeb servers in
your network.

Simplydoubleclick on the desired serveow (or click the Bring Up Web Page buttémfisplaythe Web pages from that
server. You can also find Display Express applications outside your network with the Add IP Atatve3®esllow external
access the IT department needs provide access:

T al 1S &adNB (GKS {SNISNNa& 2AyR2648 CANBgltt SEOSLIIAZYA
Scope to Any Computer, or My Network if you want to limit access to wyttimn network.
1 The network firewall needs to be set up for remote access to the server and UDP ports.
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Display Express

Home Presets Schedules

Alerts Setup

Home Schedule

Today's Schedule CR Demo
Preset Time Start

All On 9:00 AM 10/25/2010
Left to Apps 9:01 AM 10/25/2010
Center to Videos 9:01 AM 10/25/2010
Right to Signage 9:01 AM 10/25/2010
Right to Videos 11:00 AM 10/25/2010
Left to Signage 11:00 AM 10/25/2010
Center to Signage 11:00 AM 10/25/2010
Left to Videos 1:00 PM 10/25/2010
Right to Signage 1:00 PM 10/25/2010
All Off 6:00 FM 10/25/2010
< >

End Days
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF
MTWRF

Device

All Zones

Left Displays
Center Displays
Right Displays
Right Displays
Left Displays
Center Displays
Left Displays
Right Displays
All Zones

Power HDTV NTSC Vol

On

Off

_Enabled @ Disabled

Apps
Videos
Signage
Videos
Signage
Signage
Videos
Signage

8/12f2011
10:35 AM

Contemporary
Research

Home Page

Display Express manages displays via Web pages accessed from the local Display Express PC, any computer on the network,
or remotely from a distant location. The pages are compatible witRlE-reFox, Chrome, Opera, and Safari browsers.

CALY 52y Qi dz
o 01z bHdAizas
Versions

a
dz

(Vs

1S}
[0} =N

K

K

Tcu»

ol O}
i

2 that il el thédRrved, bl \ip 2 cfiriusually refiegh$o gét NB & &
82dz SYGSNBR AT e2dz KI gSyQid al @SR

Ny

Version5 adds the ability to create any number of control panels, frosingle column to 4 columns ob2owsallowing

simple access from any Wamabled device, from Smartphones, tatd, laptops, or desktop PCs. This version adds another
class of use¢ the Panel User. When this person logs in, they can only access the Web control panels assignedAtetteem.
can now be combined with Presets on custom DX Panels.

Version 5.3.0 adglthe ability to send custom commands to external devices ov@3R®r IP. Special4det commands,
such as changing IR code sets in IR controllers, can be included in Presets. Updates to Preset Control and improved database

operation are also included.

Version 5.6.0 adds the ability to create TV Control Panels, where a user can select a Zone or Groups of TVs, or a specific TV
and select channels, inputs, volume level or power.

Contemporary Research
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Local Access (Within LAN)

On the PC that has Display Express instaliéick on the Display Express icon on the desktop, or launch a browser and enter

http://localhost/DX/.

From other computers on the LAN, you can:

1 InstallDXFind on the PG it will locate Display Express for y(available at the bottom of CRwww.corpme page.

1 Point the browser to the Display Express URL on the network:
0 http://<IP address>/DX/
0 http://<Computer Name>/DX/

Remote Access (WAN)

For access outside the local LAN the PC hosting Display Express should normally be set as a static [IPX&tuitasm
locate Display Express by entering the static IP address for the Display Express server on the '‘Add IP AddreXeiz?@b.
need to communicate with your IT department to set up access to Display Express from outside the network.

Login

Login

User Name |Admin

Password

Login

Whenéd 2dz FANRG +FO00Saa 5AaLX & 9ELJ
G! RYAYE o6y2 LI aag2 | a
Name, only he password.

aaz éz2dzQf f
t dzas |yR
Once you start setting up DX, you can create three types of users:
1 System Administratorg access to all features and DX Panels

1 System Usec access to first panel in each section, all DX Panels, but no editing options
1 Panel Usex can only acess DX Panels assigned to the user name

Log Off

You can log off DX by accessing the Home/Logoff menu, or close the browser.
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Setupg Options

Home Presets Schedules Alerts Setup

Setup Options
Head End Communication
(RS232  Baud Rate 19.200 [~
COM Port 1 Logging
Delay Between Commands [CIEnable Logging [CEnable Debugging
(default: 20 ms) 20 10 - 200 ms
@ Ip Addresses e.g. 192.168.1.101
Specify up to 4 Head Ends. Description
192.168.0.40 DRE Server
Delay Between Commands
(default: 40 ms) 40 10 - 200 ms
Miake Changes Panel Page Header
File containing graphic must be -
= 773 pixels wide x 79 pixels high
= A .gif, .jpg, .png or .bmp file
Tuning System = Located on the DX server in folder
C:\Program Files (x86)\Contemporary Research,
Cable Std =« SignStream DX Service\WebApp\Header!,
Air
Send Tuning System Command I Cabls HRC Header File SpinTech.jpg E
Cable IRC |~ Color of 'Log Off' Heading White E
Computer Name Doug-HP-Vision
IP Address 192.168.1.25
Display Express Version 5.7.8

TheSetup Optiongages define how Display Express connects to the system Head End and basic charmepenaition.

Head End Communication

Sets the form of communication to an KEIE or ICEIE Head End. The KB.E communicates via RS2, while the ICHEE can

handle data via Ethernet and 232. The R832 baud rate is normally set to 19,200. With Vers3dn the user can specify

up to four ICEHE Ethernet Head Ends. Data will be set to all Head Ends at the same time, each Head End would be comprised
of different Zones of displays.

The user can now specifigd time delay between commands, using a 20misigléor R€232 and 40ms for Ethernet; if you
experience missed commands, extend the delay time.

Tuning System

Note, this is a legacy tool for older systems with Smart TVs. At most sites, the type of tuning is defined by the scanning
process in the HDTVdilay.

Logging
Enable logging or debugging features. Only use if asked by Contemporary Research Support.

Description
Change the name of the Display Express app displayed when found by the DX Find app.

System Information
Lists the computer name, IP addsesnd Display Express version.
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Panel Page Header

f SpinTech Logat

Control and TV Panels  1v Test [=]

Center TV | ATSC+ Tuner LGTV1

Channel
Small Displays A Apps -

A HDMI1 Input

All A Signage E

A TV Tuner

Comcast 1

Comcast 2
Comcast 20

DRTV 11

DRTV 2

Emergency 2

Volume

Toggle Mute

Power

(on] [off]

You can customize the header for control panels by creating a header of your own design. The parameters are:

Create a graphic that is 775 pixels high x 77 pixels wide. Format can be JPEG, PNG, or GIF.

Copy the image to tProgram Files (x88Yontemporary Researt8ignStream DX SeritdebAppHeader
Go to the Options page and select the desired header

You can also change the color of theg Offtext

=A =4 -8 =4
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Setup- Users

@ﬁg’[@g@y Home Presets Schedules Alerts Setup
PrEeESS

Setup Users
Admin -
) Create New User Sys User
@ Edit Existing User Tablet
) Copy Existing User
User Save ] ’ Delete
Name iPhone
Up to 16 uppercase, lowercase or numeric characters,
AL e.q. Administrator234
Role ) system Administrator Edits and controls presets, schedules and alerts
) system User Controls presets, schedules and alerts
@ panel User Controls presets and alerts in assigned panels
Default Panel LeftTVs -
User's Panels All Panels
Left TVs * Default Panel E
d

250@S (It 1SR thelPArdds sectidhApdmari2caricerning setup of Panels Users. This page can also be used to
create System Administrators and System users, similar to past versions of DX.

2 K iQa OKIFy3ISR Aa GKIFdGy

1 Any user must log in to DX first

1 You can create multipl8ystem Administrators and Users
0 System Administrator access to all features and DX Panels
0 System Uset access to first panel in each section, all DX Panels, but no editing options
o Panel User can only access DX Panels assigned to the user name

When mssword access is enabled, the user must login when first accessing the pages. If desired, the password can be saved
dzaAy3a GKS OoONRgaSNRaE awSYSYOSNItlaagz2NRE FSEFEOGdzNE® b2GS GKI
need to delete thgpassword in the browser to enter admin mode (or use one browser for User access and another for

Admin). Presently, Chrome 2.0 cannot remember the login password, but all other browsers are compatible with this feature.
For added security, the passwordeiscrypted when sent to the Display Express Web server.
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Setup ¢ Name Displays and Zones

Presets Schedules Alerts Setup

Setup Displays

Display Names

@ Sart by Name ) Sort by Display #
232-ATSC+ (258) -
ATSC TV (513)
Center TV (769)
LG TV (257)
SBA 1 (1025)

SBA 2 (1026) Zone Names
SBA 4 (1028) Zone All Zones [~]
SBA 5 (1029)
SBA 6 (1030) © New Name
SBA 7 (1031)
SBB 1(1101)

(

(

(

(

m

) use Default All Zones

S8 2 1102 |

SBB 3 (1103)
SBB 4 (1104)
SBB & (11058) <

Name SBA 3

Display # 1027 1- 4004

[ Save New] [ Modify] [ Delete]

In this section, you can create names for Zones and individual display controllers.

Changing Zone Names
CKS ylIYSa 2F (GKS %2y Sa Oltaftthe @xt Witk the/ZBre Rumkied th Ferdembeil which Ziwie $heé dzf |
name represents. The list will always be sorted by the numeric order of the actual Zones.

Display Names

2 KSy @&2dz YySSR (12 O2yGNRft &LISOATFTAO R Atdol ok cirickateialin@nie foSanyd A S NJ
specific address, and change or delete the name at any time.

v

b2i GKFEG 5AaLX & 9ELINB&aa t NBasSi g2yQii 6S FFFSOGSR AT &:

w
Q)¢
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Setupg Groups

Home  Presets Schedules Alerts Setup

Setup Groups
i Large Displays -
) Create New Group |SE 4 |=|
@ Edit Existing Group |SB 2 e
) Copy Existing Group gg i Il
Group [ Save ] [ Delete Click on a Group, Display, or Zone item to add.
Name |Large Displays Groups Displays
SBA1 « | |232-ATSC+ (258) -
813 il SB 2 ATSC TV (513)
(513) SB 3 Center TV (769) -
SB 4 LG TV (257)
SB & SBA 1(1025)
SB 6 SBA 2 (1026)
E SB7 SBA 3 (1027)
Small Displays SBA 4 (1028)
E | |SBA 5 (1029) -
E Iones Display #
All Zones - 1 - 4004
Right Displays |E|
Left Displays T
w Center Displays
Sports Bars
Zone 5 (1281-1535) =

TheDisplay Group&nables creation of freéorm Groups of displays. Unlike Zones, the list can include any individual or
combination of controllers:

Groupg Select a Group, then click to add to the Group

Zone- Select a Zone, then click to add to the Group

Device- Select a named device, then &lim add to the Group

Device # Enter a device number (address), then click + to add to the Group

=A =4 =4 =4

Also unlike Zones, a Group preset will take longer to execute, because will need to Send the commands to devices

sequentially (A Zone command sends a siagldress that all displays in the zone will respond to). The sequence will be in
the order of entry.
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Setupg Name Channels

Home

Channel Labels

® Sort by Label 2 Sort by Channel
Apps (65) -
Comcast 1(25-1)
Comcast 2 (25-2)
DRTV 11 (26-1)
DRTV 2 (26-2) E
Emergency (6-1)
ESPM 1 (20-1)
ESPNM 2 (20-2)
[ESPNJ (20.3) |
House (5-1)
Input HDMI1 (0-211)
Input TV (0-200)
Signage (120-1)
Ticket 1(21-1) i

Channel @ HpTV |20-3

CINTSC 2-127

Label ESPN 4

Save New] [ Modify] [ Delete]

e.g., 18-1 or 325

Presets Schedules

Alerts Setup

Setup Channels

[ Resend All NTSC Labels To Head End ]

[ Clear All NTSC Labels In Head End |

NTSC Tune Rings

Tune Ring | 5-8 Tune |Z|
Name 5-8 Tune
Channels  5-8

for example 2-13,24,36,55-58

Save New ][ Modify ][ Delete

DX can now create a list of TV channels, so you can now tune by name, rather than having to remember the number of the
channel Editing is simple. Just add the Label (Name) of the channel, select HDTV or NTSC, enter the number, and Save. You
can go back and modify the chanmghandy when the cable company changes channel locations.

Legacy Features

Where the system includes @dSmart CRT TVs, you can send or clear the channel names in the TVs and well as set list of
channels the sets are allowed to tune (called Tune Rings).

I5¢+ aSdia Rz2yQi

TV Input/Captions Selection

Ay Of dzRS

0KS FoAfAGE

02

Y I YaBnel 3cddni@R y 1 NR f

It is possible to control input selection via Display Express as well. This is available for a limited list of IR cxwig¢lL &)
Panasonic, Visio, and ViewSonic) an2B5(LG) at this date, but we cadd the capability to other IR and 232 sets when

iKS ySSR INhaSao
Not all sets have every input.

/ML A2YyAy3a R2Sa

iKS

GaLA Ol ¢

Lw (233ftAy3

You set up Inputs just like a channel, bufide it as a zeo HDTV channel {RNN). Tie Input codes are:

115=Captions
200=TV/Tuner
201=Videol
202=Video2
203=Video3
204=8Videol
205=8Video2

206=Componentl
207=Component2

208=RGB1
209=RGB2
210=RGB3

211=HDMI1
212=HDMI2

213=HDMI3
214=HDMI4
215=HDMI5

Web Control Panelsg Multi -Purpose List, and T\Channel

Display Express System Manual
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Control Panels  Test Panel v

Home Presets Schedules Alerts  Setup

* TV Panels  SuperSui

TV MultPurposeControl Panel

ites Control v

Home

Presets Schedules Alerts

Setup

 Preset Control

‘ © Control Panels | osfaut Penel [7] © All Presets

1LG UX Command

All Input HDMI

AllLG TV

All Off

All On

All Video

Center to Apps

Center to Signage
Center to Videos
Emergency Preset
Extron On Trigger
InfoComm Demo Backup
Input TV

Left to Apps

Left to Signage z

[send] [Cance

All Preset List

TVChannelControl Panel

TheControl pageoffersthree ways to access Presets:
1 Control Panelg, Select from the Default or any number of tars control panels. The Administrator and System
User can choose any panel created for any user.
1 TV Panelg Select a Zone, Group, or specific TV to change channels, inputs, volume or power.
1 All Presets Sends a saved Preset group of commands to displays.

At RKAt K2y S

hy Iy AtlIR 2NJAtK2ySs dza$

tryStao ¢2 GdNY

{ ONBSy o

B

2dzQf f

G! LI LO2YE

GKSy KI @S

{FFINR G2 F00Saa (KS

0KS 2LIWA2y (2 yIYS GKSQritbyaud A O

arisqQa 5-
and all the DX Panels created for the user appear. A-doypn menu at the top of the page will select beaten assigned
GK2a$8 trySfta Aydz2 Fy ! LI OftA0l GKS

4o2E
2y

NA /A

personal Panel. In iOS, the link will appear to bypass the login, jump directly to the user panels. This is becausddn iOS, S
YSOSNI I OGdzl £t &
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